
	

	BIRD 

 
TECHNICAL SPECIFICATIONS 
 
Stage: 
5m x 5m depth  (25m2) x 80 cm height  
 
PA: 
 
Tops:  
4x  L-Acoustics - ARCS II Constant Curv. Line Source. (2 each side) 
 
Subs:  
2x L-Acoustics - SB15M subwoofer (flying) 
4x  L-Acoustics - SB18i Subwoofer 
 
Delays: 
2x L-Acoustics - X12 (Midd) 
2x  L-Acoustics - X12 (Back club setting) 
 
Amps and Processing: 
1x  L-Acoustics - P1 digital audio processor 
2x L-Acoustics - LA12X - Amplified Controller 
1x L-Acoustics – LA4X - Amplified Controller 
 
 
FRONT OF HOUSE CONSOLES, MONITORS, MIC’S, DI’S, AUDIO & LIGHTS 
 
Front of house: 
1x  Midas M32 digital mixer + Midas DL32 digital snake 
1x  Midas M32R digital mixer + Midas DL32 digital snake. 
 
Monitors: 
6x  L’Acoustic X12  
2x  L’Acoustic X15  
2x  L’Acoustic LA4X  
3x  RFC 310A 



1x  RCF art712a MK2 
*No separate monitor mixing console 
 
DI / Mics & mic stands: 
7x  Shure SM58  
4x  Shure SM57  
1x  Shure Beta91  
1x  Shure Beta52  
4x  Sennheiser E904  
2x  Sennheiser E906  
2x  Sennheiser MD421  
2x  AKG C414 XLS ST  
2x  Neumann KM184  
4x  Røde NT5  
5x  BSS AR-133 DI  
4x  Radial ProD2  
 
8x  Tall Boom Stand  
8x  Short Boom Stand  
2x  Kick Boom Stand 
 
Lights: 
1x  Avolites Titan Mobile 
1x  Avolites Titan Mobile Wing 
2x  Touchscreen 
1x  Enttec S-play 
 
Avolites Titan PC Suite 15 
Resolume Arena 7 
 
Light Fixtures : 
Stage 
6x Infinity iW-741 RDM Wash 
6x Infinity iS-100 Spot 
12x Showtec Compact Par Tri 7 
 
and more! 
 
Projectors : 
1x Epson EB L775Y with beamer lift 
Projector Screen : 
1x 350x230 (16:10) motorized screen 
  



	


